
GORA Collapsible Contact Staff - This is the ultimate Collapsible Contact Staff!

For using this staff, you don’t have to learn even contact tricks, this staff knows how to work itself! 
Lots of skillful contact players choose this instrument, for example Linda Farkas, who used it in all 
her life.

The staff is made from a "Space Tech" aluminum alloy 7075 (22 x 1,5 mm tube), which has the 
same tensile strength as steel, but is light and flexible like aluminum, so it never breaks or bends. 
Our Collapsible Contact Staff is 100% straight and doesn’t move or wobble. It is fixed by rubber 
joints in tension, so the flexible connection takes over the force and will not move or cluck after a 
time.

Recommendation for assembling the collapsible staff: Slide the connector into the tube, 
hold the two parts of the staff with two hands and turn inwards (clockwise) 2-3 times as long
as it is fastened securely – but not overly (it can damage the rubber joint). If the staff does 
not seem fixed securely after some turns, disassemble and clean the rubber joint to have a 
good grippy surface. Then try again. 

Recommendation for disassembling the collapsible staff: Turn outwards (counter-
clockwise) 2-3 times until the staff easily glides out. If you make too many turns, it removes 
the rubber joint from the connector, and it can appear “lost”. In this case, use a long thin 
stick to remove it and screw it back in its original spot. 

A good contact staff must have a good swing, which is only possible if the ends are heavy, while the
middle is light. This why we offer a carbon middle part as an option to decrease the weight in the 
middle while it also allows to increase staff momentum.

The handling surface is covered with our 3.2 mm thick SuperGrip©. It has a soft spongy underlayer
and a sticky, dotted overlayer which does not get slippery when wet. Over the years we have tested 
many versions and this by far provides the best hold even when your body sweats, and is also 
suitable for contact staff players with sensitive skin or allergies. The weight middle-point is clearly 
marked.

The staff has silicone protectors near the fireheads. In general, if you make a mistake with moving 
the contact staff, the heated metal can cause serious fire burns but this will not happen as the 
silicone parts are there to protect you. The black colour silicone has the highest heat resistance!

Usage recommendations specific to Collapsible Contact Staff:

- Do not use white gas, benzene or alcohol based liquids because it can destroy the silicone.

- Do not hold the staff vertically. Spin it, or keep it horizontally!

- Handle the grip carefully to avoid damages.

- Don’t dip the silicone into the paraffin. We recommend you dip 2/3-3/4 of the firehead only so that
the remaining part soaks up the excess fuel and no shake-off is needed.

- If the connection is turning but not getting strong, it means that the rubber became slippery. This 
can be caused by oily dirt or cold. In this case you need to clean the top of the rubber joint or just 
get it wet – it will work again perfectly.


